Notice No.6 


Rules and Regulations for the 
Classification of Special Service Craft 


July 2017 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior Notices. 
Any corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: January 2018 


Amendments to Effective date IACSAMO implementation 
(if applicable) 


Part 3, Chapter 5, Sections 5 & 6 1 July 2018 1 July 2018 


[2 Lloyd's Working together 
Register for a safer world 


Part 3, Chapter 5 
Anchoring and Mooring Equipment 


| Section 5 
Anchors 


5.3 Testing 


5.3.2 For holding power testing requirements relating to high holding power anchors, see-Gh40,4.7 Super high holding power 
{SHHP) anchors of the Rules for Materials. see Ch 10, 1.3 Anchor holding power tests for HHP and SHHP anchors of the Rules for the 
Manufacture, Testing and Certification of Materials, July 2017. 


5.5 Anchor stowage 
Bross It is recommended that anchor lashings, e.g. a ‘devil’s claw’, be fitted to hold the anchor tight against the hull or the anchor 
pocket. Anchor lashings are to be designed to resist at least a load corresponding to twice the anchor mass plus 10 m of cable without 


exceeding 40 per cent of the yield strength of the material. 


5.6 Super high holding power (SHHP) type anchors 


5.6.1 Propesalstetse_anchors_of the SHHP type wil be subject to special consideration. In craft where the HHP anchor mass 
given in Table 5.5.1 Anchors does not exceed 2295 kg, the use of SHHP type anchors of reduced mass will be specially considered. 
However, the reduced SHHP anchor mass is not to be less than 67 per cent of that specified for HHP anchors in Table 5.5.1 Anchors. 


5.6.3. Anchors of designs for which approval is sought as super high holding power anchors are to be tested at sea to show that 
they have holding powers of at least four times those of approved standard stockless anchors of the same mass. For holding power 
testing requirements relating to SHHP anchors, see Ch 10, 1.3 Anchor holding power tests for HHP and SHHP anchors of the Rules for 
the Manufacture, Testing and Certification of Materials, July 2017. 


| Section 6 
Anchor cable 


6.8 Cable locker 


6.8.6 The chain locker is to be provided with adequate drainage facilities. 
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